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Таблица 7.1.

	Расчетные

данные
	ВАРИАНТЫ

	
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14

	Масштаб: в 1 клетке – 1 километр
	10
	12
	8
	13
	11
	15
	16
	14
	9
	13
	8
	9
	12
	11

	Коэффициент мощности на п/ст "А", о.е.
	0,92
	0,93
	0,93
	0,94
	0,95
	0,94
	0,94
	0,93
	0,92
	0,95
	0,92
	0,95
	0,94
	0,93

	Напряжение на шинах подстанции "А", кВ
	Uмакс
	115
	118
	117
	116
	119
	117
	116
	119
	118
	115
	117
	119
	117
	118

	
	Uавар
	107
	106
	109
	105
	110
	109
	108
	109
	108
	107
	108
	110
	109
	110

	Район по гололеду
	II
	III
	II
	IV
	III
	IV
	I
	II
	I
	III
	II
	IV
	II
	I

	Число часов использования максимальной

нагрузки Тмакс*103, ч.
	3,3
	4,2
	5,1
	4,4
	3,7
	4,6
	3,5
	5,0
	3,4
	4,1
	4,9
	3,6
	4,8
	4,3

	Максимальная

активная нагрузка на подстанциях

Рмакс, МВт
	1
	22
	---
	---
	---
	---
	---
	---
	---
	---
	---
	35
	---
	---
	---

	
	2
	---
	28
	---
	---
	---
	---
	---
	---
	---
	---
	---
	---
	---
	36

	
	3
	19
	---
	---
	---
	---
	16
	---
	---
	---
	---
	---
	---
	---
	---

	
	4
	---
	---
	31
	---
	---
	---
	---
	---
	39
	---
	---
	27
	19
	---

	
	5
	19
	---
	---
	---
	---
	---
	---
	---
	---
	18
	---
	---
	---
	---

	
	6
	38
	19
	---
	---
	---
	36
	19
	22
	---
	---
	45
	---
	---
	---

	
	7
	---
	21
	---
	---
	---
	---
	---
	---
	---
	16
	25
	---
	45
	29

	
	8
	---
	---
	---
	---
	24
	28
	28
	---
	---
	---
	---
	---
	---
	22

	
	9
	---
	39
	29
	---
	---
	---
	---
	---
	---
	35
	23
	---
	---
	38

	
	10
	---
	---
	---
	33
	41
	25
	21
	19
	36
	---
	---
	38
	---
	---

	
	11
	---
	---
	40
	---
	---
	---
	---
	---
	---
	44
	---
	---
	36
	---

	
	12
	---
	---
	21
	45
	17
	---
	16
	38
	22
	---
	---
	32
	27
	---

	
	13
	---
	---
	---
	25
	32
	---
	---
	40
	---
	---
	---
	---
	---
	---

	
	14
	---
	---
	---
	32
	---
	---
	---
	---
	38
	---
	---
	24
	---
	---


